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D E C O R A T I V E  A L U M I N U M  P O L E S

PLB 210 

Specifications and Features:
• 3” - 6’ to 12’ standard heights
• Straight or tapered, smooth or fluted poles. 
• PLEASE NOTE: Contact the factory for TAPERED FLUTED 

poles. Expect an extended lead time.
Shaft
Smooth or fluted tubing uses 6065-T5 aluminum alloy, while 
tapered poles use 6061 aluminum alloy.
Structural Base
A356 alloy sand cast aluminum, four bolt base. An extra large 
access cover is included. A grounding lug is also provided.
Tenons
T300=Standard for post top (27/8” OD x 3” tall) 
T355=Standard for shepherd’s crook arms (27/8” OD x 5.5” tall) 
SLV=Male sleeve welded to pole; ready for extension/arm set-
up (consult factory) 
CAP=Removable cap, no tenon
PF_=Decorative pole top finial (optional adder)
Anchor Bolts
Standard with each pole: includes four 3/4-10x25” steel hot dip 
galvanized anchor bolts; each with two nuts, two flat washers 
and one lock washer.
Accessories
GFIC=Weatherproof GFI in-use cover, cast aluminum (must 
indicate location-see Orientation Guide on last page) 
GFIP=Weatherproof GFI in-use cover, plastic (must indicate 
location-see Orientation Guide on last page)
DBS=Direct Burial Shaft to convert pole to embedded/burial 
installation. 48” shaft with anti-rotational fins included. 
USB=Dual USB Port (must indication location-See Orientation 
Guide on last page)
Finish
• Standard finishes: high gloss black, textured black, high 

gloss white, medium bronze, dark bronze, green, gray, 
silver metallic

• Premium finishes (adder): verde patina, pewter patina, 
silver sparkle, semi-gloss or matte black

• Custom and Marine-grade finishes are available. All RAL 
colors are available to match (adder). 

Warranty
5 year limited warranty
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PLB 210 

FLUTED
Pemco Standard 12 Flutes

EFFECTIVE PROJECTED AREA-SQ FT-AT:
70 MPH 80 MPH 90 MPH 100 MPH 110 MPH

14.3 12.0 9.6 7.4 5.2
11.8 8.6 6.5 5.2 3.9
9.8 8.2 6.6 5.0 3.6

HEIGHT

8'
10'
12’

SHAFT:
TOP DIAMETER WALL

3" 3" .125
3" 3” .125
3" 3" .125

MODEL #

PLB 210-3-08
PLB 210-3-10
PLB 210-3-12

POLE HEIGHT AND MAXIMUM ALLOWABLE EPA DIMENSIONS OF STANDARDSPOLESPLB
210-3

P E M C O  p r o v i d e s  t h i s  i n f o r m a t i o n  a s  a  g u i d e  o n l y  a n d  a s s u m e s  n o  l i a b i l i t y  f o r  i t s  u s e .   A l l o w a b l e  p o l e  E PA f o r  j o b s i t e
w i n d  c o n d i t i o n s  m u s t  b e  e q u a l  t o  o r  g r e a t e r  t h a n  f i x t u r e  m o u n t  E PA .   R e s p o n s i b i l i t y  l i e s  w i t h  t h e  s p e c i f i e r  f o r  t h e  c o r -

r e c t  p o l e  s e l e c t i o n  b a s e d  o n  A . N . S . I .  w i n d  m a p  a n d  j o b  l o c a t i o n .

Order Information Example: PLB210310S125T300NBK

PLB210 3
Model Diameter Height Pole Type Wall Size Tenon Accessories Finish Anchor Bolts

3=3” 6=6’
8=8’
10=10’ 
12=12’

S=Smooth
F=Fluted

Refer to 
chart

N=None
T300=27/8”ODx3” tall
T355= 27/8”ODx5.5” tall
CAP=Removable cap, 
no tenon
SLV=Male sleeve 
welded to pole (contact 
factory)
PF_=Decorative Finial 
(choose one) 
 

N=None
GFIC=GFI in-use cover, cast 
aluminum*
GFIP=GFI in-use cover, plastic*
USB=Dual USB Port*
DBS=Direct Burial Shaft

*Indicate location

STANDARD FINISHES
BK=Black 
BZ=Bronze
DBZ=Dark Bronze
WH=White
GR=Green
SM=Silver Metallic
GY=Light Gray
TBK=Textured Black
CC=Custom Color (Consult 
Factory)  

Leave blank if you need 
anchor bolts

LAB=Less Anchor Bolts  
- Customer supplies own 
anchor bolts*

*Customer is responsible 
for specifications of their 
own anchor bolts. Pemco 
does not assume any 
product warranty liability.
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PLB 210 

35 1/4"

8.00 BHC

12"

REF. ORDER REF. ORDER

35 1/4"

8.00 BHC

12"
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PLB 210 

Tenon Adaptor (ordered separately)

3" TENON FOR MOST OF POST TOP AND SMALLER ARM APPLICATIONS

Ø3"

3”

5 1/2" TENON FOR MOST OF LARGER ARM APPLICATIONS

Ø3"

5 1/2”

3” Tenon (T300) 5 1/2” Tenon (T355)

SLEEVE PROVIDES SMOOTH TRANSITION APPERANCE FROM POLE TO ARM

FITS I.D. OF ARM
Ø4" / Ø5"

6.00

FITS I.D. OF ARM
Ø4" / Ø5"

6.00

SLEEVE PROVIDES SMOOTH TRANSITION APPERANCE FROM POLE TO ARM

Sleeve (SLV) smooth Sleeve (SLV) fluted

Ø3.00 STANDARD

3" STANDARD MIN.

4 1/2" MIN.

TO FIT
OVER

Ø4" / Ø5"
PIPES

3.00 STANDARD

3" STANDARD MIN.

4 1/2" MIN.

TO FIT OVER
4" / 5" SQ.

POLES

Note: The following    
information is needed   
when ordering Tenon 
Adaptors:

• Size of fixture ID
• Size of pole OD
• If adapting 

to an existing 
tenon: provide 
length, width & 
height neededRound Tenon Adaptor (TAR) Square Tenon Adaptor (TAS)

Pole Options

http://www.pemcolighting.com
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Plant Hanger (ordered separately)

Bolt On Plant Hanger (FH-BO) 
Ordered Separately

Basket & Flowers not included

Clamp On Plant Hanger (FH-CO)
Ordered Separately

Basket & Flowers not included

Break-Away Plant Hanger (FH-BBA)
Ordered Separately

Basket & Flowers not included

GFI Covers

The GFI is supplied for mounting to an out-
let opening, in the pole shaft, with a gasket 

and stainless steel screws (provided by 
others). Available in plastic (GFIP) or cast 

(GFIC).

Dual USB Port (USB)

*Photo is a representation. The exact USB 
may differ. 
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PLB 210 

Direct Burial Shaft (DBS)

Flagholder (ordered separately)

DIRECT BURIAL WELDS TO BOTTOM OF BASE

WIRE WAY
ACCESS

SIZE VARIES
BY POLE BASE

WIRE WAY
ACCESS

ANIT-ROTATION PLATES
3' / 4'

DETERMINED BY POLE

FITS Ø4" / Ø5"
O.D. POLES

6" 7 3/4"

FITS Ø4" / Ø5"
O.D. POLES

5 1/2" 7 3/4"

FITS Ø4" / Ø5"
O.D. POLES

5 1/2" 7 3/4"

Bolt On Flag Holder (FPH) 
Ordered Separately

Clamp On Flag Holder-Smooth (FPH) 
Ordered Separately

Clamp On Flag Holder-Fluted (FPH) 
Ordered Separately

Eyebolts (ordered separately)

Clamp On Eye Bolt-Smooth (EB-CO)
Ordered Separately

Clamp On Eye Bolt-Fluted (EB-CO)
Ordered Separately

Also available in Bolt On

http://www.pemcolighting.com
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Finial Choice

PF1 PF2 PF3 PF4

Pole Cap

CAP
(standard when 
ordering CAP)

PF11 
Custom

PF9
Custom

PF6
Custom

PF7
Custom

PF8
Custom

Orientation Guide

0°

45°

90°

135°
180°

225°

270°

315°

ORIENTATION CHART

NOTE: ALL PLACEMENTS AT 0°
UNLESS OTHERWISE SPECIFIED AT TIME

OF ORDER.

ACCESS DOOR

http://www.pemcolighting.com
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